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Solutions for Car Cars & Maintenanse » Meshanioal ASsembly » Assembly - Gasketing (Anasrobios) »
Locite®510 - Gasket Eliminstor - Hah Tempersture (200°C)

Loctiter® 510 - Gasket Eliminator - High Temperature (200°C)

Recommended for applications where high temperature and chernical
resistance is needed. A robotic dispense version of 510, Product 5101 is
also availabls with identical performance to 510

Approvals
* P1 NSF Reg. No.: 123007

Applications.
Seals close fiting joints between rigid metal faces and flanges. Partcularly suited where
maximun temperature and chernical resistance is reguired

Specifications
+ Gasket Type: Formed-in-place
+ Flange Type: Rigid

+ Temperature Resistance: up to 200°C
+ Instant Seal: Excellent -
+ Ol Resistance: Excellent

+ WateriGlycol Resistance: Excellent
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Solutions for Car Care & Maintenanse » Meshanioal Assembly » Assembly - Basketing (Anasrobios) »
Lactite® 18 - Gasketing Product

Loctite® 518 - Gasketing Product

Recommended for use on rigid iron, steel and aluminium flanges,

Approvals
« P1 NSF Reg. No.: 123758
= + Cerfid 1o ANSINSF

+ Standard 61

Applications
For sealing rigid lange faces, e.q. water pump flanges, enine, diflerential and timing covers.
Seals instantly against low pressures. Fills gaps up to 0.5 mm max. Temperature range -55°C
to+150°C.

Specifications
+ Gasket Type: Formed-in-place
+ Flange Type: Rigid

+ Temperature Resistance: 150°C
+ Instant Seal: Excellent
+ Ol Resistance: Excellent

+ Water/Glycol Resistance: Excellent o
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