Winch 8000lb

12V USD175/pc FOB 24V USD178/pc FOB

With Wireless Remote Control: +USD7.5

Motor: 5.0hp Series Wound, Sealed

Controls: Remote Switch, 12’ ( 3.7m) lead

Gear Train: 3-Stage Planetary

Gear Ration: 173:1

Drum diameter/length: 2.5”/8.82”(63.5/224)

Synthetic Rope: 8.0mm(5/16'')mm x 28m(92')

Fairlead: Roller

Remote Control : Included

Battery leads: 2 guage, 72’’ ( 1.83m )

Mounting Bolt Pattern: 10.0"x4.5' (254mmx 114.3mm)

Winch Dimensions: 22”L x 6.3” D x 8.1”H ( 557mm x 160mm

x 205mm)

Shipping Weight:86lbs(39kgs)
Winch 9500lb

12V USD185/pc FOB 24V USD188/pc FOB

With Wireless Remote Control: +USD7.5

Motor: 5.5hp Series Wound, Sealed

Controls: Remote Switch, 12’ ( 3.7m) lead

Gear Train: 3-Stage Planetary

Gear Ration: 208:1

Brake: Automatic In-The-Drum

Drum diameter/length: 2.5”/8.82”(63.5/224)

Synthetic Rope: 9.5(3/8'')mm x 28m(92')

Fairlead: Roller

Remote Control : Included

Battery leads: 2 guage, 72’’ ( 1.83m )

Mounting Bolt Pattern: 10.0"x4.5' (254mmx 114.3mm)

Winch Dimensions: 22”L x 6.3” D x 8.1”H ( 557mm x 160mm

x 205mm)

Shipping Weight:89lbs(40kgs)
Winch 12000lb

12V USD191/pc FOB 24V USD194/pc FOB

With Wireless Remote Control: +USD7.5

Motor: 6.0hp Series Wound, Sealed

Controls: Remote Switch, 12’ ( 3.7m) lead

Gear Train: 3-Stage Planetary

Gear Ration: 265:1

Clutch(Freespool): Rotating Ring Gear

Drum diameter/length: 2.5”/8.82”(63.5/224)

Steel Rope: 9.5mm(3/8'') x 28m(92')

Fairlead: Roller

Remote Control : Included

Battery leads: 2 guage, 72’’ ( 1.83m )

Mounting Bolt Pattern: 10.0"x4.5' (254mm x 114.3mm)

Winch Dimensions: 21.5”L x 6.5” D x 8.6”H ( 545mm x

165mm x 218mm)
